
SHUNA

The Shuna is a versatile Damen Tug/Workboat. The deck 
equipment includes an anchor winch, towing hook and 
pushbow with rubber fender. 

Propulsion is via two fixed pitch propellers in nozzles powered 
by two Caterpillar type 3408C TA/C main engines giving an 
output of 1080 bhp at 2100 rpm.

Deck equipment: Anchor winch towing hook pushbow with 
rubber fender 

Aux. Equipment: 2x 24 V alternator 2x 24 V battery sets 
closed cooling system.

Accommodation: The wheelhouse is fitted with settees. 
Sanitary facilities and a store are situated below deck. 
Windows are fitted in aluminium frames.

Nav./comm. equipment: Radar, compass, Chart plotter, GPS, 
3x VHF, echo sounder, searchlight Class Vessel built according 
to Lloyds Register of Shipping rules, Workboat Code Category 
2 certificate. 

Shuna is suitable for:
  Towing

  Crew Transfers

  Surveying

  Anchor Handling.

Vessel Specification
Dimensions: L16.89m, B 5.29mm, Draft 2.3m

Cruising Speed: 8 Knots

Sprint Speed: 10 Knots

Built: 2002

Builder/Model: Damen Shipyards (Steel)

Bollard Pull: 14.0T

Tonnage: 44.42 GT / 34.95 NT

Propulsion: 2 x fixed pitch propellers in nozzles

Engines: 2 x Caterpillar 3408C TA/C

Output: 1080 bhp at 2100 rpm

Gearboxes: 2x Reintjes, type WAF 164, ratio 
5.619 : 1

Type: Workboat

Tank Capacities: fuel oil 13.7 m3 

Fresh Water: 0.7 m3 

Ballast: 1.3 m3

Sewage: 0.5 m3

Coding: MCA Category 2 (12+2)

DAMEN Stan Tug 1605 Built 2002, The Netherlands
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